FICHA TECNICA

ST118
QDR DIST SAL. IP30 PT TRP 3F 18M BRC

CARACTERISTICAS GERAIS

Em conformidade com a norma EN 61439-3
Para montagem saliente

Fabricado em termopléastico

Cor: branco RAL 9010

Porta transparente, reversivel a 180°
Instalagao de equipamentos em calha (35 mm) EN50022
Caracteristicas mecanicas: material poliestireno
Tens&o de isolamento 400V

Humidade méxima (50%HR a + 402C)

Classe Il de isolamento

IP30/1KO7

Sem halogéneos

Acessarios incluidos:
Equipado com ligador T/N

Etigueta para identificacao do circuito



FICHA TECNICA

ST118
QDR DIST SAL. IP30 PT TRP 3F 18M BRC

CARACTERISTICAS TECNICAS

Marca TEV
Icons

o EF000003 - Mounting method Surface mounted (plaster)
EF000266 - Number of rows 3

m © EF002950 - Wi.dth in number of 18

= modular spacings
EF000339 - Type of cover Door

_ EF009212 - Cover model Closed

I 258 o2 | EF006244 - Transparent

cover/door true
EF001596 - Material housing Plastic
EF000040 - Height 418 mm
EF000008 - Width 258 mm
EF000049 - Depth 92 mm
EF015776 - Earthing terminal
block true
EF015777 - Neutral terminal block true
EF001134 - DIN-rail true
EF000118 - With mounting plate  false
EF000007 - Colour White
EF000116 - RAL-number 9010
(E|E;)05474 - Degree of protection P30
EF006306 - With lock false

EF004462 - Type of closure Other



