
 

CARACTERÍSTICAS GERAIS

 

Em conformidade com as indicações 3.2.2.2 do manual ITED3 e as indicações 3.3.2.2 do

manual ITED4

Para montagem de embutir

Fabricado em termoplástico

Cor: branco RAL 9010

Porta reversível a 180º. Ventilação por convecção natural.

Fecho rotativo. Possibilidade de colocar fechadura com chave - ref.MFC

Possibilidade de aquisição do fundo ATI para instalação posterior

Kits equipados com os RC PC categoria 6, RC CC 2400MHZ e RC FO SC/APC

Classe II de isolamento

IP42/IK07

Sem halogéneos

FICHA TÉCNICA

IM2R12PC12CC.KIT
ATI M2 EMB REG P/ SAÍDAS 12PC 12CC 2FO BRC

 



CARACTERÍSTICAS TÉCNICAS

Marca TEV

Icons

EF000010 - Model Grade 2 (max 1 Gbps)

EF001139 - Type Fibre optic and ADSL/VDSL

EF009462 - Number of RJ45
sockets

12

EF007639 - Number of satellite-
/TV-connections

12

EF013504 - Number of patch
cords

0

EF020786 - Number of outgoing
connections

26

EF013505 - Suitable for additional
outlet connections

true

EF013506 - Suitable for
multiplexing

false

EF013507 - With designated space
for ISP equipments

true

EF013508 - Line
reception/connection

None

EF003338 - With integrated power
supply

false

EF006304 - With grounding
connection

true

EF000336 - Number of socket
outlets

2

EF004464 - Type of door With door

EF013509 - With Wi-Fi signal
repeater

false

EF000116 - RAL-number 9010

EF001438 - Length 555 mm

EF000008 - Width 435 mm

EF000049 - Depth 141 mm

FICHA TÉCNICA

IM2R12PC12CC.KIT
ATI M2 EMB REG P/ SAÍDAS 12PC 12CC 2FO BRC

 


