
 

CARACTERÍSTICAS GERAIS

 

Em conformidade com as indicações 4.1.4.9.1 e 4.2.2 do manual ITED4

Disponível para montagem de embutir

Fabricado em metal

Cor: branco RAL 9010

Aro e porta reversível a 90º

Possibilidade de colocar fechadura tipo RITA

Caixa de coluna para colocar em todos os pisos com fogos comum às 3 tecnologias de

acordo com o ITED (par cobre, coaxial e fibra óptica)

Classe II de isolamento

IP54/IK07

Sem halogéneos

FICHA TÉCNICA

ISMV1CC2
CAIXA COLUNA SAL TIPO C2 PROF 200

 



CARACTERÍSTICAS TÉCNICAS

Desenho TécnicoImage not found or type unknown

Marca TEV

Icons

EF003681 - Surface mounting true

EF007517 - Flush-mounted
installation

false

EF003455 - Floor box/sub-floor
mounted

true

EF002442 - Type of fastening Other

EF000010 - Model Other

EF000007 - Colour White

EF000116 - RAL-number 9010

EF000124 - Connection type Other

EF001045 - Centre plate true

EF003807 - With cover frame true

EF003456 - With label space false

EF005033 - With terminal resistor false

EF000008 - Width 420 mm

EF000040 - Height 420 mm

EF000049 - Depth 200 mm

FICHA TÉCNICA

ISMV1CC2
CAIXA COLUNA SAL TIPO C2 PROF 200

 


